











Application of edge-glued solid wood panels to wood grain stamped concrete forms 
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Traditional tongued-and-grooved planks for concrete forms, once often used to stamp wood grain 
pattern on concrete surfaces, are nowadays rarely applied for reasons of skilled workers shortage and high 
assembly cost. 
 The aim of this study is the rational application of edge-glued solid wood panels to concrete forms, 
instead of manually assembled tongued-and-grooved forms. The full scale experiment reproduced the 
expected feasibility and grain pattern, and also revealed some particular problems awaiting solutions. he 
Bulletin of Graduate Engineering and Design Studies of Hosei University will be prepared from camera-ready 
copy received from authors. All manuscripts should be in Japanese or English. Please follow the instructions 
printed on this sample paper with regard to the placement of title, authors’ names and affiliations as well as 
main text.  












































     図 2 幅矧パネル生産過程 
 
 









                
 
















の物とし、断面係数は0.15 × 10 𝑚𝑚 、断面２次モーメ










  図 6 幅矧パネル型枠組み立ての様子 
 
 
   図 7 幅矧パネル型枠第二案図面 
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  𝑃 = 2.0𝑊 + 0.4𝑊 (𝐻 − 2.0) 
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= 72.04𝑁/𝑚𝑚 < 156.9𝑁/𝑚𝑚 ・・・𝑂𝐾（24） 
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= 96.05 < 156.9𝑁/𝑚𝑚 ・・・𝑂𝐾（26） 
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 セパレータ 1 本に作用する荷重は、 
 
    𝑃 = 54.5 ×
     
   
× 450 × 600 
= 14715𝑁 ≒ 14.7𝑘𝑁 < 21𝑘𝑁・・・𝑂𝐾（28） 
 





 変形量 𝛿 =
   × . ×  . 





    ∑𝛿 = 0.46 + 0.27 + 0.65 + 0.13 























   























      表 2 試験体パターン表 










  図 10 パネルコーナーナンバリング 
 
  







     
   図 12 パネル乾燥状況（立てかけ） 
          
   図 13 パネル乾燥状況（加重状態） 
左 右
A-1 0 1 有
A-2 0 1 有
B-1 2 3 有
B-2 2 3 有
C-1 0 1 無
C-2 0 1 無
D-1 2 3 無



















     図 14 試験体仕上がり 
 
試験体 A 
   
      図 15 試験体 A 全体 
 





















   
   
      写真 2 試験体 B 全体 












   
     写真 3 試験体 C 全体 
 















   
     写真 4 試験体 D 全体 
 


















    表 3 立てかけ乾燥時の反り 
 
 




























































① ② ③ ④
2日 7日 2日 7日 2日 7日 2日 7日
A 8 5 5 3 4 1 4 3.5
B 7 4 8 6 6 3 4 2
C 7 4 5 4 4 2.5 7 5
D 3 5 8 3 0 1 0 1
※単位はmm
乾燥日数 乾燥日数 乾燥日数 乾燥日数
パネル
平置加重乾燥
① ② ③ ④
2日 7日 2日 7日 2日 7日 2日 7日
A 2 1.5 2 1 2 0.5 3 1
B 1 1 1 2 1 1.5 1 2
C 2 1 1 1 3 2 2 2
D 1 2 0 1 0 1 1 1
※単位はmm









5)建築技術: 建築技術（2007 年 10 月号）,2007 
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